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2.Generator Set Assembly Components 
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Item Description Quantity
1 Control gate 1
2 Control panel 1
3 Battery boards 1
4 Front cover 1
5 Left door 1
6 Upper plate 1
7 Rubber cover 1
8 Alternator clapboard 1
9 Alternator 1

10 Muffler heat 
insulation cover 1

11 Muffler assy 1
12 Engine 1

Item Description Quantity
13 Right door 1
14 Shock absorber 4
15 Battery 1
16 Inner cover 1
17 Air cover 1
18 Back cover 1
19 Bottom seat 1
20 Fuel tank 1
21 Wheel 2
22 Lock wheel 2
23 Door lock cover 2

M-D16000S M-D16000S-3 Components
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5. 
  Single Phase Control Panel       Three Phase Control Panel

5.1 Checking before operation
Turn the AC circuit breaker switch to “OFF” position, To protect your personal

security, make sure the generator should be ground.

5.2 Starting generator
Electric starting

Turn the starting key at “start” position (no more than 8
seconds), remove your hand from the key as soon as the engine 
 starts and let the key return automatically to initial position. If the 

bout 30 seconds 
start again.

5.3 AC application
① In accordance with the actual situation to connect the load 

through the load terminals or wiring socket.
②Connect AC circuit breaker, the genset begin to offer power.

starting motor doesn’t start, please wait for a
before attempting to 
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M-D16000S      ATS ( SmartGen 501 controller) 
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M-D16000S-3      ATS ( SmartGen 501 controller) 
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